
CERTIFICATE

The European Certification Body GmbH accredited
according to ISO/lEC 1-7065 awards to

Konsmetal Goncept S.A.
uf . Bitwy Warszawskiej 1920 Í. nr 7,02-366 Warsaw / PL

the right to carry the ECB.5 certification mark for

Safes of resistance grade ll according to EN 1143-1:2Q12 and ECB.S C10
(Series KP ll -Types KP45, KP67, KP85, KP 100, KP120, KP 150, KP180, KPP45, KPP67, KPP85, KPP100, KPP120,

KPP150, KPP180, KPPP4s, KPPP67, KPPP8s, KPPP 1OO, KPPP12O, KPPP150, KPPP180, KPPP4sM, KPPP67M,
KPPP8SM, KPPP100M, KPPP120M, KPPP150M and KPPP180M)

(see Annex)

Certificate Number

1502/5415-01A

24 March 2019 23ltlarch 2023

valid from vali

24 March 2019 Dr US

Frankfurt am Main DAKKS Certification B v(
Deutsche
Akkreditìerungsstelle
D-ZE-1 1 146-01-00

European Certification Body GmbH
Lyoner Straße 18 . 60528 Frankfurt am Main . Cermany

www.ecb-s.com

ECB.S



ANNEX to the certificate 1502/5415-014

Konsmetal Concept S.4., Warsaw i PL

SURVEY - Technical documentation (Series KP ll)
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Mounting instruction
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Door grade ll

Strong Safe KP-ll

Strong Safe KP-ll

Specifications KP strong safe
grade ll EN 1143-1

Concrete receipt for grade ll
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Note The certified KP ll-types shall exclusively be equipped with high security locks according
EN 1300 which are listed both in the approves technical documentation and in the lock guide

ECB.S RO1.

The types of the series KP ll have a weight of < 1000k9 and therefore have to be equipped with
an anchoring assembly including material in accordance with the technical documentation.

The marking as ECB.S certified product, in compliance with this certificate, is only allowed with
an original ECB.S certification mark as proof of conformity according to ISO/IEC 17065.


